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9045 DI

Powerful Visible Impact
VST 9045 DI+
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1800 Kg  

Lift Capacity 

Dual Diaphragm

Clutch

Oil Immersed

Brake

8+2 Heavy Duty

Transmission

Hitch Rail Dry Type 

Air Cleaner

Robost 

Rear Axle

Pneumatic Assisted 

Front Opening Hood

Bow Type 

Front Axle
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TECHNICAL SPECIFICATION

:Specific Fuel consumption (g/kWh) 235

ViraajSeries :

Trem IIIA, Naturally 

Aspirated DI Engine

Engine Type :

45 (33.55)HP Category (kW) :

No. of Cylinder 3:

Rated RPM 2000:

Displacement (cc) 3120:

Cooling Water Cooled:

Air Cleaner Dry Type:

Torque Kgf - m (Nm) 17.85 (175):

Gear Box Type Sliding Mesh:

No.of Gears 8+2:

Shifting Center Shift:

Clutch Type Dual Diaphragm 

Clutch

:

No. of Friction Plate 2:

Pedal Type Push Type:

Type Oil Immersed Brakes:

No. of Discs on Each Wheel Side 4:

Type Manual/Power Steering:

Type Regular:

RPM 540:

Make & Type VST & ADDC:

Lifting Capacity (kg) 1800:

Pump Flow Rate (lpm) 25:

Wheel Drive 2WD:

Front 6.0X16:

Rear 13.6X28:

Type Fixed Type:

Overall Length (mm) 3070:

Overall width (mm) 1740:

Overall Height (mm) 1980:

Standard Front Track Width (mm) 1524:

Standard Rear Track Width (mm) 1740:

Wheel Base (mm) 2020:

Fuel Tank (ltr) 50:

Engine Oil  (ltr) 8:

Transmission Oil  (ltr) 55:

Radiator (ltr) 4:

ENGINE PTO

SEAT

HYDRAULICS

TYRES

DIMENSIONS

FILL IN CAPACITY

GEAR BOX

CLUTCH

BRAKES

STEERING

Ground Clearance (mm) 430:

Turning Radius (m) 2.80:

Overall Weight (Kg) 1880:

Trust of >5 Lakh Farmers,
Legacy of >50 Years

Widest Working Range
(17 HP to 50 HP)

No.1 Power Tiller Brand 
for Last 50 Years

Pioneer in 4WD 
Compact Tractors

Global Footprints 
in > 40 Countries

Year on Year Growth 
Rate of over 20%

20%

/vsttillers /company/vst-tillers http://bit.ly/VSTVideos

Regd. Office: Plot No- 1, Dyavasandra Indl. Layout, Whitefield Road, 

Mahadevapura Post, Bengaluru-560048, Karnataka. INDIA

Phone: +91 - 80 - 67141111, e-mail: info@vsttractors.com, 

CIN: L34101KA1967PLC001706.  www.vsttractors.com

Authorised Dealer

Disclaimer: Pictures used here are for illustration purpose only. Product specifications are subject to change without prior notice. 
Performance of the machine may vary with user/field/working conditions.

1800 419 0136

Please contact your nearest dealership for latest updates
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